
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Product Description 
CoverShield VS1 is a single component, heavy duty floor 
sealer developed for Vinyl Composition Tile (VCT) and 
Terrazzo floors. VS1 should be used as a highly durable 
longer lasting replacement to wax and acrylic floor 
finishes.  VS1 has a water clear, non yellowing matte 
finish and is resistant to abrasion and a wide range of 
chemicals. The product is odorless and quick drying and 
can be installed with minimum downtime. VS1 can also 
be used to coat, natural stone, linoleum and concrete. 
 
Advantages 
 
� Eliminates floor stripping 
� Reduces re -application 
� Hard wearing 
� Slip resistant 
� Fast drying 
� Odorless 
� Reduces floor care costs 
� Maintains matte finish 
� UV stable 
� Chemical and stain resistant 
� VOC compliant 
� Excellent abrasion resistant 
 
Main Uses 
 
� Walkways, floors, stairs 
� Hospitals 
� Schools 
� Office buildings 
� Supermarkets 
 

Color 
Dries water clear matte finish. 
 
Theoretical Coverage 
Approximately 800 to 1000ft²/gallon per coat 
The actual cover will vary depending on the density and 
porosity of the substrate. 
 
Packaging 
1 gallon (3.8 liter) and 5 gallon (19 liter) Container. 
 
 
 

Shelf Life 
12 months when stored at 77°F (25°C) or less in a d ry 
and shaded area. Protect from freezing. 
 
 
Chemical Resistance 
 
Test Method ASTM D1308 (Covered 24-hr Spot Test) 
Reagent  Rating 
Hydrochloric Acid 10%  No effect 
Antifreeze  No effect 

Transmission Fluid  No effect 
Motor Oil  No effect 

50% Sodium Hydroxide  No effect 

Methanol  No effect 

Mineral Spirits  No effect 

 
Contact CoverTec for specific advice on chemicals not 
shown above. 
 
Test Data 
 
Matte  ASTM D523 >95 

VOC <30 g/L 

Adhesion ASTM  D3359 Dry Tape 
Adhesion Wet Tape (24hr@70°F) 
Adhesion Wet Tape (100hr@70°F) 

5A 
5A 
5B 

Impact resistance ASTM D2794 >160 in-lbs 
Hardness ASTM D4366 > 150 Persoz, s 

Mandrel Bend ASTM D1737 3.2 mm 

 
Application Properties 
 
Application temperature  50 to 95°F (10 to 35°C)  

Service temperature  40 to 120°F (4.4 to 40°C)  
Drying time  45 mins at 75°F (24°C)  

Light foot traffic  2 to 3 hours at 75°F (24°C)  
Heavy f oot traffic  8 to 12 hours at 75°F (24°C)  

Recoat window  72 hours at 75°F (24°C)  
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Surface Preparation 
 
Vinyl Composition Tile/ Terrazzo/ linoleum flooring  
Pre-sweep or dust mop all areas and remove gum, tar, 
glue, etc from the floor. Apply FloorStrip HP floor finish 
stripper. Allow time for the stripper to begin to 
breakdown oils and soiling. Scrub away the old wax, 
stains, and ground in soiling with the appropriate 
stripping pad or brush and scrubber. Extract and rinse 
away or wipe up the stripper residue. Allow the floor to 
dry for 4 hours. Circulate air during this drying process 
using a fan air blower. The floor must be cleaned and 
rinsed thoroughly to ensure that it is pH neutral. 
Make sure substrate is dry before application.  Use  a 
microfiber mop to pick up all dust and dirt. 
 
Concrete 
The surface being coated must be fully cured 28 days, 
structurally sound (200psi or greater according to ASTM 
D4541), clean (ASTM D4258), and dry (less than 5%, 
ASTM D4263). It must have low moisture-vapor 
transmission (6 lbs/1,000 ft ²/24 h (or 15 g/m²/24 h) or 
lower).  Profile surface according to ICRI Guide 03732 to 
a minimum of CSP1 by pressure washing, grinding or 
abrasive blasting. Remove contaminants before blasting. 
 
Mixing 
Stir the container for 1 minute to make sure all contents 
evenly dispersed. 
 
Application 
CoverShield VS1 Sealer may be applied via T-Bar 
applicator, flat micro-fiber mop head, or pump sprayer 
with a conical tip that sprays at .05 to .15 gpm at 40 psi.   
 
Apply 1st coat at a rate of 800 to1000ft2 per gallon. DO 
NOT OVER-APPLY. This product should be applied 
thinly and evenly.  Allow the 1st coat to completely dry 
usually 90 minutes to 2 hours depending on temperature 
and air flow.  Apply 2nd coat a rate of 800 to 1000ft2 per 
gallon and allow to dry. Two coats are usually sufficient, 
but applicator must determine the specific need. VS1 
should be applied between 50 and 95°F.  
 
Curing 
Light foot traffic is possible after 2 hours and heavy foot 
traffic is possible after 8 hours depending on the 
thickness of the application, the temperature and the 
relative humidity in the room.  Raising the AC 
temperature or using floor fans to circulate air across the 
room will speed up drying time. 
 

 
 

CoverShield VS1  Matte   

Recoating 
Recoat VS1 within the first 72 hours of the first coat 
application. Surface must be clean regardless of the 
recoat period.  After 72 hours scrub the entire surface 
using auto scrubber fitted with a green pad. Clean with 
GlossClean neutral cleaner and allow substrate to dry. 
Apply CoverShield VS1 within 1 hour. 
 
Clean Up 
Clean all equipment with water immediately after use. 
Clean splatters or spills with water before material dries. 
Once cured, the product will require sanding or chemical 
removal using FloorStrip HP. 
 
Limitations 
Do not apply at thicknesses above 3 wet mils (0.075mm) 
per coat 
Do not apply on wet substrates or, at temperatures 
below 40°F (4°C), above 98°F (37°C) or within 5°F ( 3°C) 
of the dew point.  
Avoid skin contact. 
Do not discard into the water system. 
Use Chair slides or felts as protective bottoms as part of 
the system. 
 
Datasheet Validity 
Please check this datasheet on 
www.covertecproducts.com to ensure you have the 
latest version of the datasheet. 
 
Health and Safety 
Please refer to the Material Safety Data Sheet 
(MSDS) prior to the use of this product. The MSDS 
can be obtained via our website 
www.covertecproducts.com . 
 
Limited Warranty 
CoverTec Products LLC warrants that this product 
complies with the properties shown on its current 
datasheet. In the unlikely event that the product supplied 
is proved not to comply with these properties, then we 
will replace the non-compliant product or refund the 
purchase price.  Any suspected defect must be reported 
to CoverTec in writing within five working days of being 
detected. CoverTec Products LLC. makes no warranty 
as to the merchantability or fitness for a particul ar 
purpose and this warranty is in lieu of all other 
warranties express or implied. CoverTec Products 
LLC shall not be liable for damages of any sort including 
remote or consequential damages, down time, or delay. 
 
 
 


